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KEY FEATURES

Y4 Length options: 590x590mm, 590x865mm / 1200mm / Y4 LED type: Osram Duris E5

1500mm /2200mm Y4 LED chip efficacy : 180 Lumens per watt

7+ Wattage options: 20W/m , 20W/m, 38W/m /4 Fitting efficacy: 110-120 Lumens per watt

Y4 Diffuser material: I ) —
4 Diffuser material: Opa Y4 Driver manufacturer name : Tridonic / VS

%4 Housing colour options: Charcoal grey /Black / White Y4 Dimming: Non-Dim

Va M ing:
4 Mounting: Suspended Y4 Warranty: 5 Years

Y4 Light colour options: WW (2700K) / NW (4000K) / CW (5700K )

APPLICATIONS

% Shop and Retail
Y Industrial & Outdoor
% Education

Y4 Car Park

CERTIFICATIONS & FIXTURE RATINGS
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Draw Powe i Di amet er

(W) ( mm)

7)) Hi gh bright 3
P
9 GL ETE 1200 38W/m 42 1109 57 58
wn
E GL ETE 1500 38W/m 53 1386 57 58
; GL ETE 2200 38W/m 84 2218 57 58
o
GL ETE 590x590 38W/m 42 590*590 57 58
GL ETE 590x865 38W/m 53 590*865 57 58

Di ameter

(. mm)

(%) Standard brigh
z
9 GL ETE 1200 29W/m 32 1109 57 58
wn
E GL ETE 1500 29W/m 40 1386 57 58
; GL ETE 2200 29W/m 63 2218 57 58
(@]
GL ETE 590x590 29W/m 32 590*590 57 58
GL ETE 590x865 29W/m 40 590*865 57 58

Di amet er

(. mm)

%) Low bright 2¢C
=
o GL ETE 1200 20W/m 21 1109 57 58
(%]
E GL ETE 1500 20W/m 27 1386 57 58
g GL ETE 2200 20W/m 42 2218 57 58
o
GL ETE 590x590 20W/m 21 590*590 57 58
GL ETE 590x865 20W/m 27 590*865 57 58
Gener al Discl ai mer
Content is subject to change. |l uctuations in mains voltage and in
LED forward voltage mean that IJjumen output and power draw may
be subject t5d)deovfi ataitoend (vtal ue. CAPE TOWN DURBAN JOHANNESBURG
Liability Disclaimer | 0215100028 | 031566 5786 | 011450 0494 2/4
The contents of this document re r information purpo onl y o
and may be subject to change wift hoWt p|rsalesCPh@ledlighting.ceza LWg h t isalgsDUR@ledlighting.co.za | salesINB@ledlighting.co.za
SA can not be held liable for ny direct or indirect damages as a
result of this information.
Copyright E LED Lighting 2019. Al | Rights Reserved.




[ X X ]
PHOTOMETRICS GL ETE oee LLSA
www.ledlighting.co.za

Polar Candela Distribution
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LED Col oiCol our RLumi no

n (cct) I ndex (1 m)

é Hi gh brigh

E GL ETE 1200 38W/m 42 2700K; 4000K; 5700K 85/85/80 4683 112 4250 Opal

g GL ETE 1500 38W/m 53 2700K; 4000K; 5700K 85/85/80 5854 112 4250 Opal

g GL ETE 2200 38W/m 84 2700K; 4000K; 5700K 85/85/80 9366 112 4250 Opal

% GL ETE 590x590 38W/m 42 2700K; 4000K; 5700K 85/85/80 4683 112 4250 Opal
GL ETE 590x865 38W/m 53 2700K; 4000K; 5700K 85/85/80 5854 112 4250 Opal

LED Col ouCol our RLumi no

(cct) Il ndex (1 m)

»

§ Standard b

é GL ETE 1200 29W/m 32 2700K; 4000K; 5700K 85/85/80 3690 116 3350 Opal

E GL ETE 1500 29W/m 40 2700K; 4000K; 5700K 85 /85 /80 4610 116 3350 Opal

5 GL ETE 2200 29W/m 63 2700K; 4000K; 5700K 85 /85 /80 7380 116 3350 Opal

% GL ETE 590x590 29W/m 32 2700K; 4000K; 5700K 85/85/80 3690 116 3350 Opal
GL ETE 590x865 29W/m 40 2700K; 4000K; 5700K 85 /85 /80 4610 116 3350 Opal

LED Col ouCol our RLumi no Efcien

/'mo4
(cct) I ndex (I'm)  (1lmow ™M

(%)
=z
g Low bright
<
E GL ETE 1200 20W/m 21 2700K; 4000K; 5700K 85/85/80 2521 120 2300 Opal
O
o GL ETE 1500 20W/m 27 2700K; 4000K; 5700K 85/85/80 3151 120 2300 Opal
()
5 GL ETE 2200 20W/m 42 2700K; 4000K; 5700K 85/85/80 5042 120 2300 Opal
w
E GL ETE 590x590 20W/m 21 2700K; 4000K; 5700K 85/85/80 2521 120 2300 Opal

GL ETE 590x865 20W/m 27 2700K; 4000K; 5700K 85/85/80 3151 120 2300 Opal
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ELECTRICALCONFIGURATION OPTIONS

Master Slave
5amp plug Female Connector Male Connector Female Connector
MECHANICAL CONFIGURATION OPTIONS
Start Middle End
I ' ] ' ‘
| | |
Endcap Joining Clamp Joining Clamp Endcap

RULES

Total power consumption for each 220VAC supply point should not exceed 510w

Example A 6 x GL 2200 38W/m 4000 = 501w

Naming convention (product labels)

GL ETE AAAA BB CCCC DD EE Example: GL ETE 1200 39w/m 4000k MA ST
Product length group

Watts per meter

CCT

Electrical config

Mechanical config

mgooOw>
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DESCRI PTI ON

SPECI FI CATI ON

LED chip type
LED operating current (mA)
LED working life (L70)

Driver manufacturer name
Driver input voltage AC(V)
Driver power factor (pf)

Driver manufacture@ nominal-life
Driver Total Harmonic Distortion (THD)

Driver surge protection (kV)

GENERAL SPECIFICATIONS

Driver compliance
IP rating
SABS company certification
SABS safety compliance
Operating temperature range
Housing material
Product weight including packaging

Product warranty

OSRAM
200mA, 300mA, 400mA
>50 000hrs (Ta=40°C), >100,00hrs (Ta=25°C)
Tridonic
110V - 220V
>0.95A
100 000hrs (Tc= 70°C)
<20%
2kV
EN 55015/ EN 61000 / EN 61347 / EN 62384 / EN 61547
P20
10089/15954
SABS 60598-2
-20deg Cto+40degC
Aluminium body; PMMA diffuser
1.4kg/m

5 Years
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